
Tunnel safety signs, made in 

IlumipanÈ technology 
 ü New technology of illuminated panel IlumipanÈ 

ü The techonology is based on flat light guide 

ü The linear light source is directed on one edge of the light guide (edge lit panel) 

ü The light guide is processed so that the light is evenly distributed on the whole area 

ü Linear sources are LED modules. 

 



Safety luminaire 

emergency exit VSIII-122.7 
ü thickness of panels - 16 mm 

ü smooth surface - easy to clean  

ü IP degree of protection -  IP67,  

ü service replacement part with removable 
distance,  

ü safety - low voltage on parts, liable to 
damage,  

ü easy to replace  

ü life excpectancy - after 60 000 hours still 
more than 70% of initial luminance 

ü efficiency  - 100lm/W, 

ü highly visible  

ü strength.   

Complies to standards: 

- Sist EN 60598-1,  

- Sist EN 60598-2-3, 

- Sist EN 60598-2-22, 

- Sist EN 1838, SIQ Certificate C211-0022/09 



Comparative advantages 

ü service replacement unit with variable distance,  

ü thickness of panels  

ü easy cleaning also with tunnel washing vehicles 

ü safety - low voltage on parts, liable to damage,  

ü quick and easy replacment.  



 

ü high life expectancy, 

ü efficiency 

ü highly visible, 

ü strength. 

 

Why IlumipanÈ 


