Skilled staff and 2 0 years experience put to
work

We used experience with traffic issues in the area of
information technology and many years of research in the
filed of optical conductors, to produce an entirely new

generation of road and tunnel illuminated traffic signs

Deployment and support services are part
of each project that we undertake

We work closely with our customers to achieve best
results. At G&G sistemi, we produce internally
iluminated signs indicating emergency exits and
signs  indicating the fire equipment  and
communication equipment in the tunnels and
various illuminated road traffic signs.

info@ggsistemi.s
Phone +386 1 544338(

G&G sistemi d.o.0. WWW. ggsistemi. si

COMPANY

We have 20 years of experience in information
technology, construction and maintenance of cabling
and communications systems and also in the
implementation of the complex road cabling layouts in
the automation of toll collection.

Research of optical conductors has led us to the
implementation of the new generation of road signs.
Complex mechanical, light and chemical environment of
the tunnels represents a particular challenge, which we
successfully address with a series of emergency tunnel
illuminated signs that meet and exceed the latest EU
directive on the subject.

OUR
SERVICES

Advice

Planning
Implementing
Production
Development

Maintenance




Tunnel safety signs,

made in llumipan®

technology

Technology

All signs meet the latest EU Il umi panE r

directives, but their specialty leading edge technology

is to implement the technology L .

| | umi plED. E of LED lighting. With use

SIST EN 6056981 of the edge lit

SIST EN 6056982-3 illumination system in

SIST EN 605698 2-22

SIST EN 1838

SIQC211-0022/09 achieved a series of
exceptional properties.

Il umi panE si

Unparallel levels of service and quality
Tunnel safety is an important part of the construction

and Maintenance of tunnels. Signs, indicating
emergency exits and signs indicating the fire
equipment and communication devices, are also an

S I essential part of tunnel safety.
{E“?' 't' ;l} . . Life expentancy is well above 60.000 hours, efficiency
is 100Im/w , degree of protection is IP67, low voltage

on parts, liable to damage

Image contrast is well above the Mechanical strength and resistance to water Virtually no maintenance
comparable signs. and chemicals required

Uniform picture is excellent Housing of coated Inox AISI 316 L and Very low power consumption
Eeasily percieved and identified in tempered glass 6mm Voltage 230V

darkness and bad weather Thickness of panels only 16mm

conditions Construction allows washing signs with
Because of the contrast the sign is tunnel washing vehicles

even quicker to percieve in darkness

then in daylight

Frequency 50Hz
Power 15W




